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Television Transmission Over 


Telephone Cables 


By C. L. WEIS, JR. 
High-Frequency Transmission Development 


OST radio broadcasts originate 

in the studios of the broad- 

casting companies, and are 
transmitted thence to the radio sta- 
tions over high-quality program cir- 
cuits. There are many times, how- 
ever, when the “pick-up” point is at a 
distance from the studio, and circuits 
to the studio must be provided over 
telephone cable pairs not normally 
employed for broadcasting. With tele- 
vision broadcasts such remote pick-up 
points are also required, but the 
utilization of ordinary telephone cir- 
cuits to link them to the television 
studio is more difficult because of the 
much wider band of frequencies em- 
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ployed and certain exacting require- 
ments for television transmission. Be- 
cause of the experimental state of 
television broadcasting at the present 
time, no arrangements for trans- 
mitting from these remote pick-up 
points have as yet been standardized. 
As already noted in the Recorp*, 
however, an experimental circuit of 
this nature was provided for the 
National Broadcasting Company in 
May, and a somewhat similar one was 
more recently provided for the Colum- 
bia Broadcasting System. 

The difficulties encountered in 
transmitting over such circuits are 
*REcORD, Fune, 1939, 313. 
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due largely to the very wide frequency 
band required. For ordinary telephone 
circuits a frequency band of about 
3,000 cycles is sufficient, while for 
both of these recent experiments the 
band extended from 45 to over three 
million cycles—a range a thousand 
times greater than the voice band. 
The effect of the difference in fre- 
quency range on loss is indicated in 
Figure 1. This shows the energy loss 
in one mile of local telephone cable 
made up mostly of 22 and 26-gauge 
paper-insulated pairs. The loss in a 
coaxial cable, which is especially 
suited for television transmission, is 
shown in the same illustration for 
comparison. At three million cycles, a 
mile of cable pair gives a loss a million 
times greater than that of a coaxial 
conductor of similar length. For satis- 
factory television transmission, equal- 
izers must be provided to make the 
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Fig. 1—Losses in one mile of experimental 
telephone and coaxial-cable circuits over the 
television frequency range 


overall loss essentially the same for all 
frequencies. How effectively this is 
done is indicated in Figure 2, which 
shows the losses of one of these ex- 

perimental circuits of 
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0.86-mile length, both 
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stallation of the equal- 
izers and amplifiers. 
The variation in loss 


over the equalized line 


is within plus or minus 


/ one-half db. 
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Besides this varia- 
tion in loss with fre- 
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quency, there is also a 
variation in the time 
of transmission. This 
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variation is too small 
over the voice range to 
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require correction for 
ordinary telephone cir- 


cuits. For television 
transmission, however, 
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Fig. 2—Overall loss over the television band for a cable 
circuit plus amplifiers and equalizers 
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if it is not kept ex- 
tremely small the de- 
tail of the picture will 
be blurred, and spu- 


rious transients and 
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Fig. 3—Time of transmission before and after equalization 


for the same cable circuit 


“ghosts” will appear. The transmis- 
sion time for one of the circuits used 
in recent tests is shown in Figure 3. 
Its variation amounts to about 2.5 
microseconds—over ten times the al- 
lowable amount. Before a cable pair 
can be used for television, therefore, 
it is necessary to measure the trans- 
mission time, as already described in 
the Recorp*, and then to provide 
phase equalizers to correct it. As 
shown in the upper part of Figure 3, 
the equalized line maintains the same 
*REcorD, June, 1939, P. 309. 


impedance to ground, 
while the television ap- 
paratus — in common 
with most high-fre- 
quency apparatus—is 
grounded on one side. Relatively large 
currents are likely to be induced on 
both conductors of a cable pair from. 
nearby sixty-cycle power circuits and 
other noise sources. These currents 
flow equally over both conductors of a 
pair, which with the ground return 
comprise the longitudinal circuit. If 
the circuit, including its termination, 
is balanced throughout, these currents 
cannot affect the signal currents flow- 
ing in the metallic circuit. With an 
unbalanced amplifier terminating the 
circuit, the longitudinal currents would 
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Fig. 4—Schematic circuit layout for the recent television experiment 
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enter the metallic circuit, and appear 
as bar patterns on the received pic- 
ture. This difficulty is avoided in this 
case not by the use of transformers 
but by applying negative feedback in 
the amplifier—as suggested by S. 
Doba—to the longitudinal circuit but 
not to the metallic circuit currents. 
This, in conjunction with vacuum- 
tube balances, results in a reduction 
of 75 db in these induced currents. 
This feedback is applied both to the 
output stage of the transmitting 
amplifier and to the input stage of the 
receiving amplifier. 

The arrangement of the apparatus 
for the CBS television experiment is 
indicated schematically in Figure 4. 
Amplification and equalization were 
provided at both ends of the circuit. 
The effect of the equalizer at the 
transmitting end is to predistort the 
signals, sending out the high frequen- 
cies at a level much higher than if 
equalization were not employed. This 
tends to decrease the effect of any 
high-frequency noise, since the in- 
duced currents become smaller rela- 
-tive to the higher level of the signal 
currents. At the receiving end, the 
equalizer is placed between two sec- 
tions of the receiving amplifier. This 
results in a higher level at the input 
to the receiving amplifier and mini- 
mizes the tube noise, the sixty-cycle 
hum, and the microphonic disturb- 
ances. The two amplifiers divide the 
total gain of about 75 db. They oper- 
ate on sixty-cycle power circuits, and 
with their equalizers and power sup- 
ply are mounted in small portable 
cabinets as shown on page 34. 

The possible length of such circuits 
between repeaters is closely limited. 


The signal currents cannot be allowed 
to drop too low or else noise and other 
disturbances will be induced from the 
adjacent pairs. On the other hand, 
they cannot be allowed to become 


Fig. 5—Rear view of amplifier-equalizer 
unit with door removed 


excessive or they, in turn, will induce 
disturbances in the telephone circuits. 
These two levels fix the distance that 
may be satisfactorily spanned. For 
average pairs in local telephone plants 
this appears to be slightly under a 
mile, but it may be somewhat greater 
where relatively quiet circuits or 
larger size wires are available. Further 
experiments to determine the possi- 
bilities of telephone pairs for tele- 
vision purposes are being conducted. 
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Crossbar Trunking Studies 


By C. A. LOVELL 
Physical Research Department 


HE switching unit of the cross- 

bar system is the crossbar 

switch* itself, which in its most 
commonly used form is an assembly 
of twenty ten-point switches, each 
capable of connecting one line or 
trunk to any one of a group of ten. 
This is a small unit compared to the 
other types used by the Bell System. 
With the step-by-step selectors, for 
example, one line can be connected to 
any of a hundred, and with the panel 
selector, one line can be connected 
to any of five hundred. The switch, 
and the system employing it, has 
many advantages over the previous 
types, but its smaller size requires 
that there be more switches in series 
in the connection between any two 
subscribers, and thus more _inter- 
switch trunks, which in the crossbar 
system are of two types, called 
“links” and “junctors.” The switches 
are mounted in frames consisting of 
two vertical rows each of ten switches, 
those in one row called primary 
switches, and those in the other called 
secondary switches. The trunks con- 
necting the primary to the secondary 
switches in the same frame are known 
as links while those that are used to 
connect the switches of two frames 
are known as junctors. 

The frames are given the same 
names as in the panel system, f “‘line,” 
“district,” ‘office,’ and “incoming” 
frames, but there is no “final” frame 
in the crossbar system—the line frame 


*REcorD, July, 1937, Pp. 338. 
TReEcorp, 1931, p. $23. 
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serving both as line and final frames. 
The various links take the name 
of the frame they are on, and there 
are thus line links, district links, 
office links, and incoming links. The 
junctors take the name of the frame 
they run to. Thus the trunks connect- 
ing the line frames to the district 
frames are district junctors, those 
connecting the district to office frames 
are office junctors, and those connect- 
ing the incoming to the line frames are 
line junctors. The latter are used only 
for incoming calls, and the district 
junctors only for outgoing calls. The 
connections between office and incom- 
ing frames are not called junctors, but 
inter-offce trunks. The general ar- 
rangement of the switching chain is 
shown in Figure 1 which omits the 
sender and other control circuits ex- 
cept the markers. 

The completion of a call between 
two crossbar subscribers* may be 
divided into three major steps. The 
first, under control of the line-group 
controller circuit associated with that 
particular frame, locates the calling 
line and finds an idle district junctor 
that can be used to connect it to a 
district frame. The second step, under 
control of an originating marker, 
finds a suitable outgoing trunk and an 
idle path through the district and 
office frames between this trunk and 
the district junctor already selected. 
The third step, at the office of the 
called subscriber and under control of 
a terminating marker, finds the line 

*Recorp, February, 1939, p- 173. 
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called and an idle path through the 
incoming and line frames to this line 
from the incoming trunk selected in 
the second stage. These latter two 


stages, under control of the two 
markers, are very similar in many re- 
spects. Each has an incoming point 
indicated to it by the previous select- 
ing stage, and must find a suitable 
outgoing trunk or line, and also a path 
to it through two frames. 

This path through two frames has 
three links, referred to as the A, B, 
and c links respectively, although the 
B link is technically a junctor, and in 
the crossbar system three idle links 
capable of forming a path between the 
desired incoming and outgoing points 
are found simultaneously. This 
method is called asc trunking. Since 
the situation is nearly the same at 
both of the asc trunking points, the 
major problems involved can be il- 
lustrated by considering the incoming 
and line frames alone. In a repre- 
sentative symmetrical office having 
ten incoming frames and forty line 
frames, there are just ten possible 
paths between any particular incom- 
ing switch and any particular line 
switch. The three links of each path, 
however, are not used solely for that 
path, but may serve as links of other 
paths as well. To determine whether a 
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particular path between a trunk and a 
line is idle, therefore, the three links 
that form that path must all be 
busy-tested. This triple test is per- 
formed by the marker, and is one of 
the novel features that have been in- 
corporated in the crossbar system. 

It is essential, of course, to know 
the load-carrying ability of such a 
system of trunking. How many calls 
per hour, in other words, may it 
handle with only a reasonable number 
of calls that fail to get completed be- 
cause of busy conditions? Another 
way of putting this question is, given 
a normal busy-hour load, how many 
calls will fail to be completed, or what 
is the probability that any one call in 
the busy hour will find no path avail- 
able to the called line? 

If, when such an office is in service, 
time could be stopped at some instant 
during the busy hour, and all the 
links of all the paths be examined to 
see whether or not they were busy, a 
“busy” pattern could be obtained. 
From a study of such a pattern it 
would be possible to determine the 
probability that a call coming at it 
that instant would find an “all paths 
busy” condition. There are no means, 
however, for getting such patterns 
from an office in operation, and even 
if there were, the time and labor re- 
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Fig. 1—Block schematic of crossbar system showing ABC trunking scheme 
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quired to gather patterns and inter- 
pret them would be so great as to 
make the methed impracticable. 

The problem may be worked out 
“on paper,” however, and although 
far from simple, it does become prac- 
ticable with the help of modern 
methods and machines. Information 
is already available, of course, on 
typical busy-hour loads. From traffic 
studies it is possible to say the number 
of calls that will be handled during 
the busy hour, and what their range 
of duration will be. Then by selecting 
at randcm the time at which the calls 
come in during the busy hour, the 
trunks on which they appear, and the 
lines they are calling, it is possible to 
tabulate for each call as it comes in 
the links it would select, and in this 
way to make complete record of all 
calls during that busy hour. Since the 
line frame is included in this asc 
trunking group, outgoing as well as 
incoming calls would have to be con- 
sidered. From a record of this type it 
is possible to determine at any instant 
during the hour just what links are 
busy, and thus to know whether or 
not any particular call would find an 
idle path. 

Such studies have been and are 
still being carried out. Because of the 
large number of possible calls, paths, 
and links, however, the procedure is 
involved, and can best be understood 
by considering a miniature office in 
which the elements are greatly re- 
duced in number, but are retained in 
their correct proportional relation- 
ships. The number of links, paths, 
frames, etc., in a symmetrical crossbar 
office may be expressed as a power or 
multiple of the number of horizontal 
connections to the crossbar switch, 
which is ten. If, therefore, a miniature 
crossbar switch were considered with 
only two horizontal connections, all 
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the other elements of this system 
could be expressed as multiples or 
powers of two. Such a system is shown 
in Figure 2. 

The arrangements of the switches 
and links on the incoming and line 
frames have already been discussed in 
the Recorp*, but the arrangement of 
the line junctors connecting the in- 
coming to the line frames could only 
be indicated, because their number 
is far too great to allow their being 
drawn on a permissible size of il- 
lustration. By reducing the number of 
horizontals to two, however, the com- 
plete asc trunking scheme can be 
shown in reasonable compass. The 
numbers of the various switches, 
frames, links, etc., together with their 
method of derivation, and the num- 
bers of the various elements for the 
miniature and an actual telephone of- 
fice, are shown in Table 1. 

Half of the verticals on the line- 
switch secondaries are used for out- 
going calls, and so no leads are shown 
leaving them on the diagram. Because 
it is necessary for the c links to 
handle outgoing as well as incoming 
trafic, however, there are twice as 
many of them as there are of the 
A or B links, but the number that can 
be assumed available for incoming 
calls alone is the same. The line 
frames are divided into two groups, 
designated right, (rR), and left, (1), 
corresponding to the two halves into 
which the secondaries of the incoming 
frames are split. The B links leaving 
the left half of an incoming frame run 
to the left group of line-link frames. 
Similarly the a links leaving the left 

*Recorp, May, 1939, p. 266. 


Fig. 2 (Opposite page)—ABC trunking ar- 

rangement at the incoming and line-link 

frames for a crossbar system using a switch 
with only two horizontals 
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side of the incoming primary switches 
run to the left side of the incoming 
secondary switches. The arrangement 
of the links can be illustrated by con- 
sidering, for example, a call from 
trunk 3 to line 48. The two possible 
A links will be e and /; the B links will 
be a and c; while the c links will be 
c and k. 

The a link e, however, may also be 
used for calls to seven other line 
switches: LOO, LOI, LIO, LII, L2I, 130, 
and 131. The B link a may also be 
used for calls from incoming primary 
switch oo and to line secondaries L21, 
130 and 131, while the c link c may 
also be used for calls to line frame L20 
from incoming primaries 00, 10 and 
11, and also for certain outgoing 


paths. In all cases the paths are be- 
tween switches and not between lines 
and trunks. All lines on line primary 
Lol, for example, have access to the 
same paths, and likewise all trunks 
connected to each incoming primary 
have access to the same paths. 

To make a probability study of the 
ABC trunking in such a miniature of- 
fice, it may be assumed that the num- 
ber of calls per busy hour is 240, and 
for convenience in determining times, 
the hour may be divided into 1000 
equal parts. To load the office it will 
be necessary to pick at random 240 
numbers to represent the line number 
calling or being called, 240 numbers to 
represent the time at which each call 
will begin, and similarly three other 


TaB_e 
Generalized No. for No. for 
Number Derivation n=2 n=10 
1. Horizontals per switch............... 2 10 
2. Primary or secondary switches per 
2 10 
4. Total incoming primary or secondary 
n? (2) x (3) 4 100 
5. Trunks accommodated............... ns (4) x (1) 8 1000 
6. Vertsonle per ewitth. 2n 2 x (1) 4 20 
2n3 (6) x (4) 16 2000 
4n 4 x (3) 8 40 
9. Secondary verticals per switch available 
for incoming calls on line frame. .... (6) +2 2 10 
10. Total secondary verticals available for 
incoming calls on line frame........ 4n3 (2) x (8) x (3) 32 4000 
2n3 (6) x (4) or 16 2000 
(10) +2 
4n3 (1) x (2) x (8) 32 4000 
13. Paths between any incoming primary 
and any line frame primary......... 2 10 
14. Total paths between incoming and line 
frame primaries. (4) x (8) x 128 400,000 
(2) x (13) 
15. Total paths per “A” or “B” links.....  2n? (15) +(7) 8 200 
16. Total paths per “C” link............. n? (14) +(12) 4 100 


*Number of incoming frames normally determined by the number of incoming trunks, but with 
the assumptions on which this table is based, it is equal to “‘n.” 


TUsual, but not always true. 
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sets of 240 random numbers to repre- 
sent the trunk involved, the duration 
of the call, and whether the call is 
incoming or outgoing. Since the line 
designation will require two digits; 
the time, three; the trunk, one; the 
duration, one; and a designation as 
to whether the call is incoming or 
outgoing, one; there will be a total of 
eight digits required to designate each 
call. It is possible, therefore, to select 
at random 240 eight-digit numbers, 
and to let the first two digits designate 
the line; the next three, the time; and 
the next one, the trunk; and the next 
the duration; and the last whether the 
call is incoming or outgoing. 

With these numbers available it is 
then possible to set up the office load 
by going through the calls and assign- 
ing the A, B and c links as they would 
normally be selected. The call with 
the earliest beginning time will be 
taken as the first call, and the first 
A, B and ¢ links will be used. Its dura- 
tion added to its beginning time gives 
its terminating time. The next call 
will be set up in a similar manner, 
using the next available links. As each 
call is tabulated it will be necessary 
to notice what links are available, 
since a set becomes available as each 
call terminates. It may not be pos- 
sible to complete some of the calls 
because of busy links, so that more 
than the 240 calls will have to be 
selected to give 240 completed calls 
during the hour. For a somewhat simi- 
lar reason, it will be necessary to 
discard the first few minutes to give 
the office time to get loaded up, and 
to extend the time of the last call so 
as to give full load for a complete 
hour. During this process work may 
frequently be stopped and a record of 
the condition of the entire office taken. 

The probability that a call coming 
in at a particular moment will fail to 
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find an idle path to the called line 
can be determined by counting the 
number of paths that cannot be used 
because either an 4, B, or c link com- 
prising it is busy, and dividing this 
number by the total number of paths. 
A probability so determined would 
vary somewhat, depending on the time 
the test. was made, but by making a 
large number of tests equally spaced 
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Fig. 3—Strips for matching \ 

A, B, and C links for idle \ 

paths. A cross in a square 

representing a link indicates 
that the link is busy 
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over the hour, and averaging these 
probabilities together, the result will 
be the probability that a random call 
placed at random time during the 
busy hour will fail to complete. For 
each time, this requires the matching 
of each a link with every B and c link 
with which it may be associated, and 
noting the paths that because of a 
busy link are not available. 

This may be done by marking the 
state of the links on three strips of 
paper—one for the a, B and c links 
each. Such a set of three strips would 
be required for each time during the 
hour at which a check is to be made. 
The hour for this miniature system 
has been divided into 1000 divisions, 
and a set of matching strips might be 
made out for every ten of these di- 
visions, thus making the checks forty- 
five seconds apart. Before making up 
these strips, one fact about the pos- 
sible matchings should be noted. 
Considering, for example, the a link 
numbered ta, it will be noted that 
it must be matched against two B 
links, La and Lé respectively. Each of 
these B links in turn must be matched 
against four c links. B link La, for 
example, must be matched against 
c links a, 4, c, and d, and B link 4 must 
be matched against c links e, f, g, and 
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h. If we follow through a similar 
matching for a link Lé, it will be 
seen that they must be matched 
against B links ¢ and d and Cc links 
i,j, k, 1, m, n, p and q, which completes 
the c links in the L group. 4 links tc 
and Ld would then be matched against 
B links e, f, g, and A and the same 
group of c links. At each stage two 
matches must be made: one for the i 
and one for the R groups. 

This may be conveniently done by 
making the B-link strip twice as long 
as the a-link strip, and the c-link 
strip twice as long as the B, and 
marking them as indicated in Figure 
3. To start the comparison, the links 
on the top row would first be matched 
—the against L’s and the pr’s 
against rs. Then holding the a and 
B strip stationary, the c strip would be 
moved up one step and another match 
made. Then both B and c would be 
moved up one step and another check 
made. The procedure can be followed 
with the help of the diagram by re- 
membering that c moves eight steps 
while B moves four, and A two. An 
equivalent method would be to make 
the strips all of the same length, but 
to join their ends together and mount 
them on a drum. Then four rotations 
of the c drum, and two rotations of 


Fig. 4—One of the types of cards used for recording the sixteen-digit numbers used to 
represent each call. The number represented by this card is 4,829,330,312,066,466 
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the B drum, would be made for one 
rotation of the a drum. 

In a probability study of an actual 
office, the procedure is far more com- 
plicated, and the work far more ex- 
tensive because of the greater number 
of all elements as indicated in Table 1. 
A sixteen-digit random number is re- 
quired, instead of an eight, for setting 
up the office load, and these numbers 
are punched on cards as shown in 
Figure 4 to facilitate sorting on ac- 
counting machines. A number of pre- 
cautions must also be taken in the 
selection sequence of links. The strips 
of Figure 3 would each have to be ten 
divisions wide, instead of two, and 
there would be 4,000 steps instead of 
the sixteen for the miniature system, 
and the c strip will make 100 rota- 
tions while the B makes ten, and the 
A one. Moreover the hour is divided 
into 100,0co parts, and a check is 
made at a sufficient number of inter- 
vals to give reliable results. The final 
matching is done automatically by 
punching a hole in the strip for each 
position of an idle link, instead of 
leaving them blank as in Figure 3. 
Actually the strips were replaced by 
narrow tapes designed for use on tele- 
type machines, on which fingers make 
an electrical contact whenever a hole 
is found in the tape. The contacts for 
the three tapes are in series so that 
when a hole is in each at correspond- 
ing positions, indicating idle links, a 
circuit is completed and a record is 
made on an electrically operated 
printer. The machines available em- 
ployed only five-column tapes, so 
that two machines were used for each 
set. A drive was provided that moved 
the c tape 100 steps while the B 


moved ten and the A one. There was — 


no necessity of making the a tape 
continuous since it runs through the 
machine only once, while the B and c 
tapes make ten and Ioo revolutions 
respectively. 

The set-up employed is shown on 
the first page of this issue. The a 
machines are the two at the lower 
right, the B machines at the upper 
right, and the c machines at the left 
of them. The small machine with a 
separate tape at the extreme left is the 
recorder. The serial number of each 
call that could not be completed is 
marked on this tape. During a run on 
one set of tapes, the machine makes 
one test on each of 40,000 sets of 
paths, and records every failure to 
match. The total number of failures 
divided by 40,coo gives the prob- 
ability that a call would fail of com- 
pletion if it were equally likely to 
appear on all switches. However, the 
calls reach the system under con- 
sideration over a group of heavily 
loaded junctors. The number of idle 
junctors in the subgroups serving the 
individual switches varies, and the 
probability of a call appearing on any 
switch is proportional to the number 
of idle junctors in its subgroup. The 
final result, therefore, is obtained by 
weighting each of the losses indicated 
by the machine according to the 
number of idle junctors in the sub- 
group involved. A large number of 
precautions and special steps must be 
taken that have not been indicated, 
but the general procedure is the same. 
The method that has been employed 
has proved very satisfactory, and is 
giving valuable information as to the 
capabilities of the system. 
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A Level Compensator for Carrier- Telegraph 
Systems 


By V. P. THORP 
Telegraph Facilities Department 


ITH the carrier-telegraph 

systems used extensively 

in the Bell System, both 
voice frequency and high frequency, 
the marking signals are spurts of 
carrier, while the spacing signals are 
intervals of no carrier. At the end of a 
section of line the marking signals are 
rectified to operate teletypewriters or 
sounders, or relays that repeat the 
signals over the next section of line. 
The marking signals as they leave the 
sending relay are square-topped car- 


RECTIFIED CURRENT IN 
RECEIVING-RELAY WINDING: 


ABOVE NORMAL 


NORMAL LEVEL 


BELOW NORMAL 


CURRENT NECESSARY 
TO BALANCE LOCAL 
BIASING CURRENT 


rier pulses. If the effect of the line 
were only to reduce them in magni- 
tude, considerable variation in atten- 
uation could be tolerated, since the 
only requirement would be that at the 
receiving end the signals when ampli- 
fied and rectified be of sufficient mag- 
nitude to operate the sensitive relays. 
Actually, however, the effect of the 
line and of the tuned circuits at each 
end is to round off the beginnings and 
ends of the pulses. As a result the 
pulses when repeated by relays are 
different in length from 
the pulses sent, since 
the receiving relays op- 
erate and release at 
some point along the 
sloping ends of the 
pulses. 


oa This situation is il- 


lustrated in Figure 1. 
Along the upper line of 
this diagram are repre- 


LOOP CURRENTS 
“LIGHT” SIGNAL 


CURRENT 


sented three rectified 
pulses, each of which, 
previous to rectifica- 
tion, had been rounded 


NORMAL SIGNAL 


and had been attenu- 
ated a different amount 


in passing over the 


“HEAVY” SIGNAL 


transmission system. 
The receiving relay is 
supplied with a con- 
stant local current that 


° TIME 


Fig. 1—Telegraph signals of various levels, shown on the 
upper line, result in received signals of different lengths 
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holds its armature to 
the open or spacing 
contact when no cur- 
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rent is being received. The relay will 
not be operated until the incoming 
pulse has attained a value slightly 
greater than this holding current, and 
will not release until it has dropped to 


DETECTOR RECEIVING 


SUBSCRIBERS 


RECEIVING 
RI 
| = + 


RELAY 
Fig. 2—Schematic of level compensator 


INPUT FROM 
SELECTING 
CIRCUIT 


AND 
AMPLIFIER 


cl 


a value somewhat below it. The oper- 
ating and releasing points of the relay 
are indicated by circles, and as a 
result of the different attenuation 
of the three pulses shown, the 
lengths of the signals repeated by 
the receiving relay differ as 


The output of the rectifier, and thus — 


the current that flows to the receiving 
relay, depends on the relative values 
of the input voltage and the negative 
bias on the detector. The level com- 
pensator stabilizes the rectifier output 
by changing the biasing voltage auto- 
matically in proportion to the input 
voltage. If the grid bias were con- 
stant, the output from the detector 
would increase in proportion to the 
input. By making the bias increase in 
proportion to the input, the difference 
between input and bias—and thus 
the output—tends to remain constant. 

A simplified form of the circuit with 
which this control is obtained is 
shown in Figure 2. The fixed-negative 
grid bias of the rectifier is supplied by 
a battery through a condenser c1 and 
a resistance RI in parallel. The nor- 
mal input level during a marking 
interval is such that the positive 
halves of the carrier cycles exceed the 
negative bias, and grid current flows. 
In passing through ri, this current 
results in a potential difference across 
the condenser, which assumes a charge 


shown on the three lower oRECEIVING 

lines. This shortening or 

lengthening of the signal pulses 'NFUT FROM 

is called ‘‘biasing’’—the 'gcult 

amount of biasing being pro- AMPLIFIER BE 

portional to the deviation of th ° 

the signal length from its commen 
normal value. This change in RELAY WAVE~ RELAY 


length of the signals may be- 
come particularly objection- 
able when several circuits are 
connected in tandem, since its 
effects are cumulative. 

To avoid excessive change 
in the length of signals passing 
over long carrier-telegraph cir- 
cuits, a level compensator has 
been developed along lines orig- 
inally suggested by J. Herman. 


R3 
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CIRCUIT 


COMPENSATOR Cl ale R2 
RELAY = RI 
ba 


Fig. 3—Complete diagram of level compensator 
47 


as a result. This voltage across the 
condenser adds to the original bias of 
the battery, and since it varies with 
the input voltage, the bias also varies 
in the same manner, and the output 
tends to remain constant. 


10 


8 
WITHOUT 


BIAS IN PER CENT 


-10 
<2 2 4 6 8 
DEPARTURE OF RECEIVED LEVEL FROM NORMAL 
IN DECIBELS 


Fig. 4—Improvement in variations in 
signal bias by the level compensator 


For continuous sending such a cir- 
cuit would work fairly well, since the 
resistance RI is so large that there is 
no serious leakage of charge from the 
condenser during the spacing periods. 
To avoid the large loss of charge that 
would occur during prolonged inter- 
vals of no sending, however, a com- 
pensator relay is incorporated to open 
the circuit through r1 when no grid 
current is flowing in the detector tube. 
This relay is connected to the arma- 
ture of the subscriber’s receiving re- 
lay, and the r1 shunt is closed when 
the relay moves to its marking con- 
tact and opened when it moves to its 
spacing contact. Since the receiving 
and compensator relays act at the be- 
ginning of a signal, before grid current 
starts to flow, and releases somewhat 
after the grid current ceases to flow, 
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the compensator relay is biased toward 
its spacing contact, so that the shunt- 
ing circuit will remain open until grid 
current starts to flow and will open 
when it ceases. 

To secure more satisfactory be- 
havior under all operating conditions 
likely to occur, several other circuit 
elements are added, as shown in 
Figure 3. In the voice-frequency car- 
rier systems, C2 and R2 are omitted. 
If, for example, a sudden and large 
reduction in level should occur, the 
relays would move to their spacing 
contacts, leaving a large charge on 
the condenser. Since the circuit 
through ri would be open, the charge 
could not leak off, and it might be so 
large that subsequent incoming mark- 
ing pulses would not be large enough 
to overcome the high bias, and the 
relays would remain on their spac- 
ing contacts. The high resistance R3 
avoids this by permitting the charge 
to leak off slowly. 

Another condition that must be 
provided for in the high-frequency 
open-wire carrier systems is sudden 
large increases in level, such as “hits” 
that sometimes occur during light- 
ning storms. Without precautions to 
take care of such occurrences, the 
large charge resulting from the in- 
crease in level would increase the bias 
sufficiently to cause the relays to 
move to their spacing contacts, since 
the bias might be higher than even a 
marking pulse could overcome. By 
connecting a large-capacity condenser 
C2 in series with a resistance R2 across 
condenser cl, the effects of such hits 
are for the most part avoided. This 
condenser acts as a reservoir to 
absorb the momentary excesses of 
charge. Because c2 is large in com- 
parison with cr, the sudden increase 
in charge on ci during a hit flows into 
c2 and drains off through RI and R2. 
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News of the Month 


W. S. Girrorp A MEMBER OF 
War Resources Boarp 


PresiDENT WALTER S. Girrorp of the Ameri- 
can Telephone and Telegraph Company has been 
called to serve as a member of the new War 
Resources Board, civilian agency created re- 
cently by the Federal Government to coéperate 
with the nation’s military services in per- 
fecting plans for the mobilization of economic 
and industrial resources in the event of a war 
emergency in this country. 

This is the fourth time that Mr. Gifford has 
served in important Federal posts, under three 
Presidents. Under President Wilson, in 1916, 
he was first appointed Supervising Director of 
the Committee on Industrial Preparedness of the 
Naval Consulting Board, and later in the same 
year Director of the Council of National Defense, 
a post he occupied until the autumn of 1918. 
In 1931 President Hoover placed Mr. Gifford 
in charge of the President’s Organization on 
Unemployment Relief. 


Morris LIEBMANN PRIZE 
PRESENTED TO H. T. Fruits 


Tue InstiTuTE oF Rapio EncINEERs, during 
its Fourteenth Annual Convention held in New 
York City from September 20 to 23, presented 
the Morris Liebmann Memorial Prize to H. T. 
Friis “for his investigations in radio transmission 
including the development of methods of 
measuring signals and noise and the creation of a 
receiving system for mitigating selective fading 
and noise interference.” 

Dr. Friis, born in Naestved, Denmark, gradu- 
ated from the Royal Technical College in 
Copenhagen with an E.E. degree in 1916 and 
received his doctor’s degree from the same 
institution in 1938. After a few years of military 
service in his own country, he came to the 
United States early in 1919 and took graduate 
work at Columbia University. Later in the year 
he joined the Research Department of the 
Western Electric Company—now Bell Telephone 
Laboratories. His first work was at the Elberon 
receiving laboratory in New Jersey on ship- 
to-shore reception. From 1921 to 1929 he was at 
Cliffwood studying both long-wave and short- 
wave reception. This work included the measure- 
ment of field strength and the angle of arrival 
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of radio waves, and allied studies. He also was 
associated with the first long-wave transatlantic 
reception in London. Since 1930 he has been at 
the Holmdel Laboratory in charge of short-wave 
reception studies and to this work has been added 
transmission studies of waves in the centimeter 
range. 


Out-or-Hour 


THE FALL TERM of Out-of-Hour courses is 
scheduled to begin during the week of October 16. 
The following courses, arranged under the super- 
vision of E. W. Waters, are available: 

Electronic Devices by J.O. McNally, C. E. Fay, 
M. S. Glass and S. B. Ingram. General survey of 
the theory, construction, and operation of the 
various types of vacuum tubes available for 
engineering uses. 

Engineering Materials by R. Burns and I. V. 
Williams. Origin, properties, and limitations of 


H. T. Friis adjusting phase-changers in ex- 
perimental Musa system 


[il 


| 
| 

| 
i 
= 
é : 


materials used in the construction of telephone 
apparatus including a study of the methods of 
evaluating these properties and their control by 
raw-material requirements. 

Panel-Type Dial System by D. H. Pennoyer. 
A comprehensive picture of the functioning of 
the panel system with discussions of apparatus 
and equipment, together with circuit and 
traffic features. 

Crossbar Dial System by T. J. Grieser and 
O. H. Williford. An over-all discussion of the 
crossbar system, including apparatus and equip- 
ment, together with circuit and traffic features. 

Telephone Transmission Practice by members 
of the Transmission Development Department. 
Fundamental planning in connection with toll 
and local circuits, local-circuit problems and 
practices, toll-circuit problems and _ practices, 
crosstalk and noise, methods of rating and 
measuring transmission circuits, application of 
vacuum tubes, carrier systems, and radio systems. 

Electron Optics by C. J. Davisson. An intro- 
duction to the theory and experimental methods 
of electron optics. Emphasis will be placed upon 
the fundamental theoretical considerations which 
underlie the design of the instruments that are 
used in the study of electron optics. 

Network Analysis and Feedback Amplifier De- 
sign by H. W. Bode. Mathematical theory of 


linear active networks and its application to the 
problems of feedback amplifier design. 

Generalized Analysis of Switching Functions 
by F. A. Hubbard. Starting from elementary 
concepts of multipling, traffic relations and cost 
characteristics, a generalized theory will be de- 
veloped to cover a complete telephone switching 
system. 

Telephone Switching Systems by C. A. Collins. 
Method of operation of the various telephone 
switching systems at present in use in the Bell 
System. The sphere of application of each system 
will be discussed with enough switching theory 
to account for the equipment quantities provided. 

First Aid. Standard course of the American 
National Red Cross. There will be three classes 
in this course—two for men and one for women. 
The men’s classes will be taught by E. Alisch 
and H. P. Smith and by C. Erwin Nelson and 
L. E. Coon. The women’s class will be taught by 
Miss K. M. Doring and L. C. Wescoat. 


SUMMER COLLEGE Group 


THE SURVEY FOR COLLEGE MEN who spent the 
summer at the Laboratories included college 
faculty members as well as graduates and under- 
graduates. The group was composed of the 
following, departments in which the men were 
employed being given in parentheses: J. R. 


Men Wuo Spent THE SUMMER AT THE LABORATORIES 


Top Row: R. L. Schmoyer, F. E. Brooks, M. S. Burton, G. K. Miller and Professor W. G. 
Dow. Borrom Row: D. R. Luster, f. R. Anderson, A. S. Mickley, M. M. Sparks, G. B. 
Thomas, Fr., and C. H. Strang 
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Anderson, University of Michigan 
(321A); F. E. Brooks, University 
of Kansas (331B); M. S. Burton, 
W.P.I. (315E); Professor W. G. 
Dow, member of the faculty of 
the University of Michigan 
(332B); D. R. Luster, Lehigh 
(313F); A. S. Mickley, Lehigh 
(331B); G. K. Miller, member of 
the faculty of Purdue (312B); 
R. L. Schmoyer, member of the 
faculty of Purdue (315A); M. 
M. Sparks, Rice Institute (323C); 
C. H. Strang, M.LT. (315F); 
and G. B. Thomas, Jr., member 
of the faculty of N.Y.U. (344C). 

On August 10, R. A. Deller 
spoke to the group. He described 
the work done in the Labora- 
tories and the type of men desir- 
able for employment and discussed 
the general organization of the 
Laboratories and its place in the 
Bell System. Following this the 
men were taken for an inspection 
trip through the building by 
G. F. Fowler. The trip included 
the microchemical laboratory where the work 
was described by T. F. Egan; the historical 
museum, W. C. F. Farnell; dial apparatus lab- 
oratory, H. N. Wagar; microphonic action 
studies, J. R. Haynes; magnetic materials, D. M. 
Chapin; microscopic laboratory, Miss A. K. Mar- 
shall; timber products, A. H. Hearn; mechanical 
testing, W. A. Krueger; materials testing, I. V. 
Williams; step-by-step switching, P. R. Gray; 
toll switching, E. L. Baulch; crossbar, O. H. 
Williford; panel switching, W. I. McCullagh; 
and vacuum tube development, S. O. Ekstrand. 


News Nores 


CERTIFICATES OF MEMBERSHIP in the Society 
of Planners and Builders of the First Trans- 
continental Telephone Line were issued recently 
to the following members of the Laboratories. 
These men were enrolled in the Society during 
the short period of its existence but had been 
unable to be present at the Society’s meeting and 
dinner on July 28. 


G. A. Campbell R. R. Ireland 
A. G. Chapman G. A. Kelsall 

A. B. Clark G. H. Stevenson 
J. L. Crouch H. S. Warren 
W. C. F. Farnell B. B. Webb 

L. B. Fish C. R. Young 


On SepTeMBER 6 Dr. Jewett, as President of 
the National Academy of Sciences, welcomed the 
Seventh General Assembly of the International 
Union of Geodesy and Geophysics in Wash- 
ington. 
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W. C. Dorcan 
of the Toll Development De- 
partment completed thirty 
years of service in the Bell 
System on the the twenty- 
eighth of September 


L. S. Forp 
of the Outside Plant De- 
velopment Department com- 
pleted thirty years of service 
in the Bell System on the 
Jirst of September 


H. S. SHeEpparD testified on behalf of the 
Pacific Telephone and Telegraph Company in a 
recent hearing before the Washington State De- 
partment of Public Service. 

DIRECT RADIO-TELEPHONE service from the 
United States to Italy was inaugurated on 
September 11, and to The Netherlands on 
September 12. 

THE ROSTER of officers and committees of the 
A.LE.E. for the 1939-1940 year lists the following 
members of the Laboratories: Board of Ex- 
aminers, H. S. Warren; Code of Principles of 
Professional Conduct, F. B. Jewett; Chairman of 
Headquarters Committee, O. B. Blackwell; Chair- 
man of Iwadare Foundation, F. B. Jewett; 
Publications, S. P. Shackleton; Safety, H. S. 
Warren; Standards, R. L. Young; Basic Sciences, 
M. J. Kelly and J. D. Tebo; Communication, 
H. A. Affel; Instruments and Measurements, 
W. J. Shackleton; Research, O. E. Buckley; and 
A.I.E.E. representative on National Fire Waste 
Council, H. S. Warren. 

F. E. Nimmcke inspected and tuned a 350C-1 
radio transmitting equipment for the Seaboard 
Radio Broadcasting Corporation at Glenside, 
Pennsylvania. 

AN ARTICLE ENTITLED 4 50-Kilowatt Broadcast 
Station Utilizing the Doherty Amplifier and De- 
signed for Expansion to 500 Kilowatts, by W. H. 
Doherty of the Laboratories and O. W. Towner 
of the Louisville Times Company and formerly 
with the Laboratories, was published in the 
September issue of the Proceedings of the I.R.E. 
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This paper was presented before the 13th Annual 
Convention of the Institute held last June. 

MEMBERS OF THE LABORATORIES who at- 
tended the convention of the National Associa- 
tion of Broadcasters, held this summer at 
Atlantic City, included W. L. Black, F. W. 
Cunningham, W. H. Doherty, S. B. Ingram, 
W. A. MacNair, H. E. Mendenhall, R. A. Miller, 
R. E. Poole, H. A. Reise, V. L. Ronci, H. 
Vaderson and J. R. Wilson. 

R. J. Puivipps recently visited Washington in 
connection with radio equipment tests. 

F. C. Warp made a trip on the Great Lakes to 
observe operating conditions for marine-radio 
equipment temporarily installed on the steam- 
ship North American. 

THE of special gas-tight elite 
terminals was discussed with engineers of the 
United States Gauge Company at Sellersville, 
Pennsylvania, by F. D. Waldron. 

A. H. Hearn was in Trenton, Ontario, con- 
tinuing his observation of preliminary com- 
mercial full-length creosote treatments of red- 
pine poles in coéperation with the Bell Telephone 
Company of Canada and the Canada Creosoting 
Company. 

E. St. Joun, from July 25 to August 1, visited 
Cleveland and Elmira to observe the installation 
of aerial cable with the cable-lashing machine. 

J. D. TEBo, who has been on a six months’ 
transfer to Hawthorne working on crossbar 
apparatus, returned to the Laboratories early 
in September. 

W. Y. Lance was in Philadelphia on teletype- 
writer matters. 

At Kearny, G. R. Gohn discussed the finishing 
of die-cast 105A apparatus boxes, W. W. Werring, 
the welding of special steel sheet material, and 
R. J. Phair, metal-finish problems. 


W. J. Farmer and J. P. Guerarp have com. 
pleted their field studies on aerial-cable sheath 
at Chester. 

R. G. Humpnurey and W. E. INGERSON visited 
the Power Patents Company located at Hillside, 
New Jersey. 

R. G. Humpnrey visited the Silk Screen 
Supplies Corporation to discuss materials used in 
the mounting of crystals. 

AMONG MEMBERS of the Laboratories who vis- 
ited the Western Electric Company at Haw- 
thorne recently were A. F. Bennett who discussed 
improved operators’ sets; L. J. Cobb, modi- 
fication of the burning-test machine used to 
measure noise in granular-carbon transmitters; 
D. T. Eighmey, matters pertaining to the 
quality survey program; E. D. Mead, timers for 
the crossbar system; and J. R. Townsend, 
metallic and non-metallic materials problems. 

THE TESTING LABORATORIES of Sears, Roebuck 
and Company in Chicago were visited by B. L. 
Clarke, G. H. Arlt and H. W. Hermance. 

A paPER on Load-Rating Theory for Multi- 
Channel Amplifiers, by B. O. Holbrook and J. T. 
Dixon, was presented by Mr. Dixon at the 
Great Lakes district meeting of the A.I.E.E. 
held in Minneapolis, September 27-29. 

R. N. Marswa.t and W. R. Harry were the 
authors of an article entitled 4 Cardioid Direc- 
tional Microphone, published in the September 
issue of the Fournal of the Society of Motion 
Picture Engineers. 

E. Peterson will give a course on electronics 
as part of the curriculum of Columbia Univer- 
sity’s Department of Electrical Engineering. 
During the first semester the course will be 
Engineering Electronics, followed by Communica- 
tion Electronics for the second semester. He gave 
a similar course last year. 


MEMBERS OF THE LABORATORIES WHO COMPLETED TWENTY YEARS OF SERVICE 
IN THE BELL SystEM DuRING THE MONTH OF SEPTEMBER 


Apparatus Development Department 


September 12 


Systems Development Department 


September 30 
Transmission Development Department 
September 29 
Patent Department 
September 8 


Personnel Department 
Miss Statira Crawford................. September 30 


[iv] 
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Twisting a pair of 
wires for expert- 
mental purposes 


I] 


Measuring perme- 
ability with a Bab- 
bitt permeameter 
(shown at the right 
of the photograph) 


Measuring perme- 
ability with a Fahy 
Simplex permeam- 
eter (shown at the 
lower left). The Sim- 
plex and Babbitt 
permeameters are 
described on pages 
49-53 of this issue 


IV 


Pot-annealing mag- 
netic parts 


D. E. TrucksEss visited the 
coaxial-cable power plant at 
Philadelphia. 

_H. Soe discussed design 
problems with the manufac- 
turers of diverter-pole gener- 
ators at Cleveland. 

H. T. LANGABEER was in At- 
lanta where automatic opera- 
tion of power plants is being 
studied. He stopped on the 
way to observe operation of 
the automatic power plant at 
Winder, Georgia. This plant 
was one of the first of this type. 

TRANSMISSION and wiring 
problems of the 14-C program- 
amplifier were investigated in 
Washington by A. L. Bonner, 
S. Rosen and C. A. Smith. 

V. E. RosENE spent two 
weeks in Boston in connection 
with the trial installation of the new two-wire 
repeater. A. D. Knowlton and R. L. Case also 
went to Boston to inspect this trial. 

THE CROSSBAR CUTOVER at Lynn, Massachu- 
setts, was attended by J. L. Dow, F. J. Scudder, 
R. E. Hersey, W. Rupp and E. W. Hancock. 

J. P. Rapciirr was in Philadelphia to install 
and test the new pilot-supply equipment for the 
three-megacycle coaxial-repeater trial. 

¢ @ 4 

R. B. Stwon, who completed a quarter cen- 
tury of service in the Western Electric Company 
and the Laboratories on the seventeenth of 
September, was graduated by the Agricultural 
and Mechanical College of Texas in 1913 with a 
B.S. degree. He joined the student course at 
Hawthorne and following the usual shop training 
gained his installation experience in Texas where 
he remained for fifteen months. He then returned 
to the Equipment Engineering Department at 
Hawthorne were he was concerned with the 
preparation of specifications for manual central- 
office equipment. Early in 1918 he joined the 
37th Engineers of the United States Army and 
spent nine months in France. 

Following the Armistice, Mr. Simon was asso- 
ciated with the Texas Oil Company for a year. 
In 1920 he joined the trial installation division 
of the Systems Development Department. Three 
years later he was placed in charge of a group 
engaged in this work and was responsible for the 
preparation of specifications and other infor- 
mation required for the manufacture and instal- 
lation on a trial basis of newly developed and 
special types of equipment and circuits. From 
1932 to 1938 Mr. Simon, in the local systems 
group, was concerned with the preparation of 
cost estimates for making comparative studies of 
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R. B. Simon 


L. W. Kelsay 


newly developed equipment and apparatus. Last 
year he returned to the trial installation group to 
engineer and supervise the installation of 
laboratory trials in the field. 

L. W. Ketsay, who completed a quarter 
century of service in the Bell System on the 
fourteenth of August, joined the New York 
Telephone Company in 1902 as a draftsman, 
becoming acting chief draftsman several years 
later. He then left the New York company for 
civil-service work in the Department of Plant 
and Structures of New York City. Here he made 
studies of the ratio of rainfall to run-off and in 
this connection designed suitable instruments for 
obtaining the basic data necessary for such a 
study. Later he was concerned with the design 
and layout of sewage disposal plants. 

In 1918 Mr. Kelsay came to the Engineering 
Department of the Western Electric Company 
and after a short time in the drafting group 
transferred to the apparatus design group where 
he was associated with the design and engineering 
of cable terminals and protective apparatus. 
Since 1927, when the Outside Plant Development 
Department was formed, he has continued this 
work in that Department. Among important 
recent developments Mr. Kelsay was responsible 
for the design and development of the new station 
protector and more recently the sheath-mounted 
cable terminal. 

G. A. MclIravey of the Plant Department 
retired from active service on the twenty-fifth 
of August. Mr. MclIlravey joined the Western 
Electric Company at West Street in 1897 and 
after spending two years in the shop transferred 
to the New York and New Jersey Telephone 
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G. A. McLlravey 


Company. Here he was engaged as an instrument 
maker in the repair of telephone equipment and 
the construction of testing instruments, first in 
New York City and then in Newark. In 1902 he 
went to the laboratory of Lee De Forest, and 
until the outbreak of the World War acted as 
foreman of the instrument-making activities for 
several firms successively. From his last con- 
nection, with the Sperry Gyroscope Company, 
he returned to the Western Electric Company in 
1914. Since that time he had been in the Develop- 
ment Shop where he had a part in constructing 
models of almost every sort of electrical equip- 
ment in which the Engineering Department of 
the Western Electric Company and the Labora- 
tories have been interested. For the seventeen 
years prior to his retirement, he had been a 
foreman of a group of instrument makers. 
6 @ 

CHARLES SAUERBREY, who has been associated 
with the Western Electric Company and the 
Laboratories since June 20, 1895, retired from 


Charles Sauerbrey 


active service on September 
26. During his early years with 
the Western Electric Com- 
pany he was engaged in tele- 
graph and electrical instru- 
ment manufacture. He began 
work at the Thames Street 
shop and was transferred to 
the 463 West Street building 
upon its completion in 1898. 
During the Spanish-American 
War he worked on telegraph 
instruments for use by the 
United States Army in Cuba. 
Shortly afterward he was 
transferred to electrical in- 
strument work, making gal- 
vanometers, bridges and test- 
ing instruments. 

Mr. Sauerbrey went into 
the Development Shop, then 
known as the Model Roon, in 
1908. Since then he had worked as an instrument 
maker on such developments as the telegraph 
printer, train dispatching systems, machine 
switching apparatus and magnetic tape recorders. 
Mr. Sauerbrey takes much pride in having per- 
formed the mechanical work on the initial flat- 
type relay designed by the late E. B. Craft. 

* * * 

W. M. Bacon was in Cleveland, Toledo and 
Detroit attending conferences concerning prob- 
lems of teletypewriter service for large industries. 

B. C. BELtows, together with J. B. Rees and 
I. M. Cupitt of the A. T. & T., witnessed the 
cutover of the initial installation of the No. 3C 
toll switchboard at Springfield, Illinois. Mr. 
Bellows also visited Chicago and Detroit to 
discuss general toll-switching problems with 
engineers of the Illinois Bell Telephone Company 
and the Michigan Bell Telephone Company, 
respectively. 

At Puitapepuia, F. F. Shipley, J. C. Greene 
and E. von Nostitz discussed with engineers of 
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The Bell Telephone Company of Pennsylvania 
various problems relating to the proposed instal- 
lation of a No. 4 (crossbar)  toll-switching 
system in that city. 

R. R. Swain visited Harrisburg to confer with 
engineers of The Bell Telephone Company of 
Pennsylvania on the proposed introduction of 
intertoll dialing facilities between Philadelphia 
and various offices in central Pennsylvania. 

C. C. Fiemine of the Transmission Develop- 
ment Department received a Master of Science 
degree from New York University last June. 

M. E. Srriesy, during his recent vacation in 
Colorado, spent a day at the Denver office of 
The Mountain States Telephone and Telegraph 
Company. In addition to informal visits to 
various departments, he addressed several hun- 
dred members of that company on the latest 
developments of the coaxial cable. 

J. A. Witson, M.D., who had been associated 
with the Medical Department of the Laboratories 
since 1925, died suddenly on September 5. Born 
in England, Dr. Wilson came to this country at 
the age of seventeen with the Central and South 
American Telegraph Company, later All America 
Cables, Incorporated. While working with this 
company he attended Columbia University from 
which he received the A.B. degree in 1915 and 
the M.D. degree, from the College of Physicians 


Dr. F. A. Wilson, 1887-1939 


and Surgeons, in 1917. He then spent three years 
at Bellevue Hospital, two years as an interne 
and one as resident physician. 

Dr. Wilson become associated with our Medi- 
cal Department in 1925 where he specialized in 
health examinations. Outside of the Laboratories 
he was a heart specialist and an expert in electro- 
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Winifred M. Carle, 1905-1939 


cardiography. Dr. Wilson also engaged in con- 
sulting work with several national insurance 
companies. At one time he was Medical Director 
of the Manhattan Life Insurance Company and 
at the time of his death held the same position 
with the Postal Life Insurance Company. He 
belonged to the American Medical Association, 
Columbia University Club, and British Club. 

Winirrep M. Car Le, a supervisor in the 
Laboratories’ private branch exchange, died on 
September 5. Miss Carle joined the New York 
Telephone Company as a central-office telephone 
operator in March, 1922. Four years later she 
left to become a private branch exchange 
operator with the W. B. Connor Engineering 
Corporation and a year later came to the Labora- 
tories in the same capacity. For the past two 
years she had been a group supervisor. 

T. A. Taytor and H. N. CuristopHer have 
been in Quincy, Illinois, where they took part in 
a joint study of an inductive codrdination 
problem affecting lines of the Illinois Bell Tele- 
phone Company. They were accompanied by 
L. B. Bogan of the A. T. & T. and representatives 
of the Rural Electrification Administration. 

R. M. Hawexorte and R. Pope have been in 
Roselle, New Jersey, in connection with a study 
of smoothing reactors for small rectifiers used in 
electrolysis prevention. 

NEAR-END CROSSTALK TESTS in existing cables 
were made at Ligonier, Pennsylvania, by F. W. 
Amberg, O. H. Coolidge and Miss E. Rentrop. 

E. S. Witcox spent a short time in Kansas 
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City where he and F. W. Amberg measured 
crosstalk in toll cables. Mr. Wilcox then went to 
San Antonio, Texas, for crosstalk tests on the 
Dallas-San Antonio type-J carrier system after 
which he resumed, with L. F. Staehler, the 
program of open-wire crosstalk measurements on 
which they have been engaged near Fort Worth. 

CrossTaLk TESTS have been made by C. H. 
Gorman, Jr., H. Kahl and J. H. Shuhart on the 
type-J carrier system between Charlotte and 
West Palm Beach. 

TRANSMISSION TESTS are being made by W. B. 
Callaway, H. A. Etheridge and H. W. Nylund 
in Massachusetts on two-wire cable circuits 
equipped with a newly developed toll repeater. 
The tests were made between Boston and 
Greenfield. 

At Mr. Pocono, H. W. Evans, R. W. Mar- 
shall, G. B. Engelhardt and F. A. Janiszewski 
have been conducting high-frequency measure- 
ments on open-wire circuits. H. E. Curtis, E. P. 
Felch, E. I. Green, T. M. Odarenko and R. N. 
Hunter visited Mt. Pocono in connection with 
these measurements. 

PROBLEMS RELATING to the manufacture of 
coaxial cable took W. E. Mougey, T. M. Odar- 


enko and E. I. Green to the Point Breeze plant 
of the Western Electric Company. 

P. C. Jones spoke before the student section 
of the A.I.E.E. at Pratt Institute on the 
subject Dial Switching. 

W. J. Apams and H. B. FiscHer were in 
Washington on August 2 and 3 to attend meet- 
ings of subcommittees of the Radio Technical 
Committee for Aeronautics. Mr. Fischer recently 
attended a vacuum tube conference held in 
Washington by the U. S. Navy. 

With G. N. Thayer, Mr. Fischer visited 
Indianapolis to inspect the Civil Aeronautics 
Authority instrument landing system installed 
at the Indianapolis Airport and to participate in 
meetings of the Radio Technical Committee 
for Aeronautics. 

THE INSTALLATION of the type-K carrier- 
telephone equipment in Finland has been de- 
layed by war conditions in Europe and O. H. 
Loynes has returned to this country. 

Tue LaporarToriEs were represented at inter- 
ference proceedings at the Patent Office in 
Washington by I. MacDonald before the Ex- 
aminer of Interferences, and by F. Mohr before 
the Primary Examiner. 


Bound copies of Volume 17 of the Recorn (September, 1938, to 
August, 1939) will be available shortly to members of the Bell System at 
$2.75—foreign postage 25 cents additional. Remittances should be ad- 
dressed to Bell Laboratories Record, 463 West Street, New York. A sep- 
arate index to Volume 17 is now available and will be sent upon request 
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Magnetic Materials Testing 


By J. A. AAHWORTH 
Electro-Mechanical Apparatus 


HE basic characteristics of 

magnetic materials may be de- 

termined for the most part 
from the various relationships be- 
tween the flux density and the mag- 
netizing force. These relationships are 
represented graphically by a magneti- 
zation curve, and a series of hysteresis 
loops. The magnetization curve repre- 
sents the relationship between flux 
density, B, and magnetizing force, 4, 
as the latter is increased from zero up 
to such a value that further increase 
produces no appreciable increase in 
flux. The hysteresis loops represent a 
complete cycle of flux change as the 
magnetizing force is decreased from 
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some value HI to zero, then reversed 
to a value —HI, and then increased 
to the original positive value. The 
areas of these loops represent the 
magnetic losses in the material over 
such a cycle when the change in mag- 
netizing force is made slowly. 

A large part of the magnetic ma- 
terials testing consists in determining 
these curves for the various materials 
used in the Bell System, but since 
these materials vary widely not only 
in magnetic characteristics but in the 
form or shape in which they are ob- 
tained, no single procedure can be 
applied to all of them. In general the 
flux is measured by placing a winding 
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on a sample of the material and 
measuring the quantity of electricity 
caused to flow through this coil when 
a change is made in the magnetizing 
force. The determination of magnetiz- 
ing force, however, is not always so 
easy. When the material can be 
formed into a ring of uniform cross- 


Fig. 


1—Typical specimens of magnetic 
materials made from bars 


section, it is determined by placing a 
winding of a known number of turns 
on the ring and passing a measured 
current through it. This gives the 
magneto-motive force in ampere turns, 
which may be converted to the mag- 
netizing force by dividing by the 
length of the magnetic path. This is 
the simplest and most satisfactory 
method, and is always used 
when possible. Where large 
numbers of similar size sam- 
ples are to be measured, special 
jigs* are employed to avoid 
the necessity of placing sepa- 
rate windings over each. This 
method is particularly suit- 
able for measurements on to- 
roidal cores, such as are com- 
monly used for loading coils 
and for certain forms of trans- 
formers or repeating coils. 

'. In other cases, this type of 

*Recorp, April, 1933, p. 227. 
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specimen can be approximated in one 
of several ways. Where the material 
is a straight rod of such physical 
characteristics that it can be bent, it 
may be formed into a ring and then 
welded by one of several methods that 
are known not to have a harmful 
effect on the material. Where this 
bending is not desirable, the equiva- 
lent of a ring may be formed by 
milling a narrow slot lengthwise down 
the rod and then spreading the sides 
to form a link. Coils may then be 
placed around the two sides of the 
link. Both of these methods give the 
magnetic properties in the direction 
of drawing. At right angles to this 
direction, however, the magnetic 
properties are occasionally different, 
and to determine them the rod may 
be drilled out to form a_ bushing, 
which may then be tested as a simple 
ring. Typical specimens of this type 
are shown in Figure I. 

Magnetic material frequently comes 
in the form of thin sheets, and these 
may be formed into the equivalent of 
rings in several ways. Such sheets also 
occasionally have different character- 
istics in different directions. Where 
the characteristics are to be deter- 
mined in one direction, the material 
may be cut into a narrow strip and 


Fig. 2—Typical specimens made from sheet material 
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Fig. 3—An Epstein testing set employs primary and secondary windings on a rec- 
tangular core made up of specimen strips 


then wound into a coil consisting of a 
number of layers, over which a wind- 
ing is placed. Where the material is 
very thin, the tape is often wound on 
a spool of refractory material, which 
serves as a support during heat treat- 
ment and test. With material of such 
a nature that the pressure of a wind- 
ing might change the magnetic char- 
acteristics, the wound tape is placed in 
a toroidal box which serves as a sup- 
port and protection for the coil. Some- 
times the sheet, due to its crystalline 
structure, has two directions in which 
the magnetic characteristics are the 
same, but different from those in 
other directions. Under these condi- 
tions hollow parallelograms are cut 
from the material to form a core. 
Specimens of sheet materials in va- 
rious forms are shown in Figure 2. 
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Some materials, such as the steels 
used for permanent magnets, are too 
hard mechanically to be treated in 
any of these manners, and must be 
tested in their rod or bar form. Sev- 
eral types of d-c permeameters are 
available for such tests. They consist 
primarily of yokes of high perme- 
ability and large cross-section to 
complete the magnetic circuit of the 
bar specimen, and coils for creating 
the magnetizing force. Although there 
is a closed magnetic circuit carrying 
the same flux throughout, as when a 
ring specimen is used, the determina- 
tion of the magnetizing force in the 
specimen is not so simply obtained 
because of the difference between the 
magnetic material of the yoke and of 
the specimen. The magneto-motive 
force divides itself across the various 
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sections of a magnetic circuit in 
direct proportion to their length and 
in inverse proportion to their cross- 
section and permeability. Since both 
permeability and magnetizing force 
vary over different sections of the 
magnetic circuit, the correct values 
for any one section cannot be deter- 
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Fig. 4—Core losses in typical materials de- 
termined with an Epstein testing set 


mined with sufficient accuracy from 
the total magneto-motive force and 
total flux. The magnetizing force 
must be found, therefore, by other 
means, and is determined differently 
with the two types of permeameters 
described below. 

With the Fahy Simplex permeam- 
eter, shown in the foreground of the 
third illustration in the picture section 
of this issue, the yoke is U-shaped and 
the entire magneto-motive force is 
supplied by a winding on the base of 
the yoke. With this arrangement the 
magneto-motive force acting on the 
specimen is determined from the flux 
through an air-core coil bridged across 
two high-permeability posts in con- 
tact with the ends of the specimen. 

With the Babbitt permeameter, 
shown in the photograph at the head 
of this article, the magneto-motive 
force is supplied by two windings con- 
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nected in parallel electrically. One is 
on the U-shaped yoke and the other 
across the sides of the U, and the 
specimen is placed inside this latter 
coil. These two windings are propor- 
tioned so that the one on the yoke | 
produces just sufficient magneto-mo- 
tive force to maintain the flux through 
the yoke while that around the speci- 
men maintains sufficient magneto- 


“motive force to maintain the same 


flux. With this arrangement the 
magneto-motive force in the specimen 
can be calculated from the current 
flowing in its exciting winding, and 
the flux is determined from an 
auxiliary winding placed over the 
specimen. The ratio between the two 
exciting windings should theoretically 
be varied for each change of specimen, 
but since these permeameters are used 
only for low-permeability materials, 
while the yoke is of very high perme- 
ability, the magneto-motive force ap- 
plied to the yoke is only a small part 
of that applied to the specimen, and 
small changes in it are negligible. 
The properties of magnetic ma- 
terials under the influence of a-c 
fields differ from the d-c characteris- 
tics, and for low magnetizing forces 
are determined for the most part by 
bridge measurements of the induc- 
tance and resistance of a winding 
placed on them, as already described.* 
For sheet material used in power 
transformers, however, the sixty-cycle 
loss at high flux densities is of. par- 
ticular importance, and is measured 
with an Epstein testing set shown in 
Figure 3. Strips of the specimen sheet 
are placed inside four coils forming a 
hollow square, and the coils—con- 
nected in series—are supplied from an 
a-c source through a wattmeter. The 
reading of a voltmeter connected 
across a secondary winding with the 
*Recorp, March, 1932. p. 261. 
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same number of turns as the primary 
is a measure of the flux, and the loss is 
obtained from the wattmeter reading. 
The losses of typical materials are 
shown in Figure 4. 

Because of the very extensive use of 
magnetic materials in the telephone 
plant, almost every known magnetic 


property is utilized. Not only must a 
very great variety of materials and 
shapes be tested, but a wide variety of 
types of tests is also required. Those 
described above, of course, are only a 
few, but they are representative and 
give an indication of the types of 
tests that must be made. 


Fig. s—Clamping a specimen in a Fahy Simplex permeameter 
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O KEEP a continuous check 

on the relative rates of the 

crystal clocks which comprise 
the Bell Laboratories’ frequency stand- 
ard, and also of their absolute rates 
in terms of radio time signals, a 
spark chronograph is used. It permits 
a continuous intercomparison of the 
timekeepers by automatically record- 
ing on a slowly moving chart a curve 
for each clock. These curves indicate 
at any point the difference in time 
between the clocks. 

The record is made on waxed re- 
cording paper which is drawn slowly 
by a sprocket over a long knife-edged 
electrode mounted with small clear- 
ance below a rotating drum. The 
drum has raised above its surface a 
metal spiral which just clears the 
paper and forms with the electrode a 
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The Spark 
Chronograph 


By W. A. MARRISON 


short spark gap which traverses 
the width of the chart once for 
each revolution of the drum. 
Sparks perforate the paper at 
positions which depend on the 
angular position of the rotat- 
ing drum and leave very small 
but readily visible marks 
where the wax melts around 
the hole. The visibility of these 
marks can be varied by con- 
trolling the intensity of spark. 

When successive sparks oc- 
cur at intervals which cor- 
respond exactly to any whole 
number of revolutions of the 
spiral, the perforations lie on a 
straight line parallel to the 
direction of motion of the recording 
paper. If the sparks come earlier or 
later by amounts proportional to the 
elapsed time, the corresponding indi- 
cations lie on a straight line inclined 
to the direction of motion. The slope 
of this line is an accurate measure of 
the rate of the clock mechanism which 
produces the sparks, relative to the 
rate of the chronograph drum. Thus, 
any mechanism that produces elec- 
trical impulses at intervals simply re- 
lated to the period of the rotating 
cylinder may be compared with it as a 
timekeeper. 

Any accurate source of alternating 
current may be used to drive the 
chronograph, and this source then be- 
comes the reference standard. When a 
crystal oscillator or other high-fre- 
quency source is used to control the 
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speed of the drum, a submultiple of 
the high frequency 1s used to drive it. 

The chronograph shown in the 
photograph operates from a 100,000- 
cycle crystal oscillator through a fre- 
quency converter which gives a 100- 
cycle output, and is designed so that 
the spiral makes two revolutions every 
second. The time interval correspond- 
ing to the entire chart width is 
therefore one-half second and the 
smallest divisions represent hun- 
dredths of a second. If the record 
changes its position by five small 
divisions per day, the clock which 
made it.is gaining or losing five hun- 
dredths of a second per day relative 
to the rate of the drum. Whether a 
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Fig. 1—A metal drum with a spiral raised 

above its surface rotates above a moving 

sheet of recording paper which passes over a 

long knife-edged electrode. Sparks from the 

knife edge to the spiral perforate the paper 

at points which depend on the angular posi- 
tion of the rotating drum 
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Fig. 2—Chronograph chart. The three rec- 

ords at the left were made by three crystal 

clocks. The other trace is a record of time 
signals received hourly by radio 


given slope means “gaining”’ or “‘los- 
ing’’ depends on the direction of 
rotation of the spiral. The instrument 
described here has a left-hand spiral 
and a clockwise rotation when viewed 
from the left, so that a slope upward 
to the left corresponds to a gaining 
rate relative to the chronograph. The 
chart is moved at the rate of three 
inches per day by gearing from the 
main motor and the record of the 
entire past week is kept continuously 
in view before it is wound auto- 
matically on the take-up reel. 

The electrical circuit used with the 
spark chronograph permits making 
several clock records on the same 
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chart without mutual interference. 
The rate of any clock mechanism 
which produces regular electrical 
pulses at intervals of a half-second, or 
multiples thereof, can be measured by 
allowing the pulses to operate a gas- 
tube relay. The condenser in the plate 
circuit of the relay tube is charged 
slowly to about 200 volts through a 
high resistance, and discharged very 
abruptly through the primary of an 
induction coil when the operating 
pulse arrives. This creates a high 
potential in the secondary winding 
which breaks down the gap between 
the knife-edged electrode and the 
grounded rotating spiral. The passage 
of the spark through the paper makes 
a permanent record on the chart and 
indicates the instant of occurrence by 
chronograph time. As the chart moves, 
and more sparks occur in succession, 
the traces form a line which is straight 
when the rates are constant. 

The points on the record scatter 
somewhat because a spark does not 
always choose the most direct path. 
This accounts for most of the normal 


scattering which amounts to about 
one and a half milliseconds either side 
of the mean. Mean observations can 
be made with an accuracy of better 
than one millisecond by measuring to 
a line drawn through the center of the 
line that is traced. 

Several gas-tube relays can be used 
with one induction coil so that many 
records can be made on the same 
chart without mutual interference. 
Figure 2 shows a chart with four 
records, of which the three at the left 
are comparisons of three crystal clocks 
against a fourth which controls the 
chronograph. The fourth trace is a 
record of time signals received hourly 
by radio. The somewhat greater 
scattering in this record is largely due to 
irregularities in radio reception, such 
as those caused by fading and static. 
The radio signal is allowed to record 
for one minute during each trans- 
mission. There is no observable move- 
ment of the chart during a single 
transmission and the record appears 
as groups of points spaced hourly 
along the chart. 


Fig. 3—Photomicrographs of spark records which show the perforations in the chart 
and the dark rings where the wax was melted by the spark. The divisions on the chart 
represent hundredths of a second 
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The three similar records are identi- 
fied by the use of a simple timing de- 
vice which deletes a small portion of 
each trace every twelve hours in a 
prearranged sequence. This method 
can be used to label any number of 
records and does not impair the value 
of the long-time comparisons. 

The section of chart shown includes 
records for somewhat over three days 
and indicates relative rates accurately 
to somewhat better than one part in 
thirty million between the crystal 
clocks. Thus the precision of measure- 
ment with the spark chronograph can 
be very great although it involves ap- 
paratus and methods of great sim- 
plicity and reliability. The only mov- 
ing parts, aside from the recording 
paper, execute simple rotation at slow 
speeds. In four years of continuous 
use no operating trouble has de- 
veloped. The only maintenance in- 


volved, apart from infrequent oiling 
and changing of the chart roll, is to 
remove a thin layer of wax from the 
cylinder about once a year. This wax, 
which is vaporized from the paper by 
the spark, condenses on the cylinder 
and increases somewhat the scattering 
of the record. 

By increasing the speed of rotation 
of the cylinder or by enlarging the 
physical dimensions of the recording 
parts, the resolution and hence the 
accuracy of time comparisons can be 
increased considerably. The dimen- 
sions and speed of operation of 
the Laboratories’ chronograph were 
chosen to give the best practical com- 
promise for accuracy, convenience of 
mounting, and long life. The result is 
an instrument which has served very 
satisfactorily as the chief visual means 
of checking continuously the per- 
formance of the frequency standard. 


Bound copies of Volume 17 of the Recorp (September, 1938, to 
August, 1939) will be available shortly—$3.50, foreign postage 50 
cents additional. Remittances should be addressed to Bell Lab- 
oratories Record, 463 West Street, New York. A separate index 
to Volume 17 is now available and may be obtained upon request 
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Continuous Breakdown Test for 
Enameled Wire 


By N. R. PAPE 
Chemical Laboratories 


ICROSCOPIC examination 

of fine copper wire, on which 

the enamel insulation has 
failed, shows that failure is due to 
pin-holes in the enamel and to rup- 
tures in the film caused by tiny pro- 
jections from the surface of the wire 
or by copper particles detached from 
the wire and floating in the enamel 
bath. Irregularities which are even 
too small to penetrate the coating 
lower seriously the overall dielectric 
strength of the insulation and may 
cause trouble when the wire is wound 
into coils. Gas bubbles may also vary 
the thickness of the insulation; but 
trouble from this source is less 
frequent. 
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Irregularities in enamel insulation 
have been studied by coating wires 
with a definite weight of enamel per 
unit length and measuring the voltage 
required to break down the insula- 
tion.* The number of breakdowns 
which occur in a given length of wire 
at each of a series of progressively in- 
creasing voltages are plotted, as in 
Figure 2. 

In the testing apparatus voltage is 
applied across the insulation of the 
wire by passing it, at constant speed, 
through a pool of mercury which is 
connected to one of the high-tension 
terminals of a 5000-volt variable auto- 
transformer. By grounding the other 

*Recorb, April, 1932, p. 287; Nov., 1936, p. 76. 
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terminal to the metal case of the in- 
strument and grounding one end of 
the wire under test, the entire voltage 
of the transformer is applied across 
the enamel film while it passes 
through the mercury. This voltage 
can be varied from o to 5000 volts 
by a variable inductance. The number 
of breakdowns is registered on a 
counter which is operated by a thyra- 
tron tube and the number of feet of 
wire passed through the mercury cup 
is recorded at the same time by a 
wheel and counter. A metal casing 
which is grounded protects the entire 
mechanism and counting circuit. The 
controls to start the motor and vary 
the potential are mounted on the out- 
side so that they can be operated 
when the door is closed. A safety 
switch on the door protects the 
operator by breaking the transformer 
circuit when the case is opened to 
change spools or make adjustments. 
Full view of the voltmeter, counters, 
and winding mechanism is obtained 
by making the entire front of the door 
of safety glass. 

When the insulation on the wire 
breaks down at the mercury cup a 
voltage appears across the resistance 
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Fig. 2—Enamel wire with smooth conductor 
showed fewer breakdowns than wire with 
rough conductor. A, artificially roughened; 
B, original wire; C, artificially smoothed 


R, Figure 1, and raises the potential of 
the grid of the tube enough to fire it 
by opposing its grid-bias. The con- 
denser c maintains the grid potential 
high enough to keep the tube dis- 
charging until the register m has 
acted. Chatter is prevented by main- 
taining, through the rectifier unit, y, 
the current in the mag- 


110 VOLTS AC 
x 


net during the negative 
part of the cycle. No 
battery is required for 
the equipment except 


DOOR | 
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the small biasing bat- 
tery B which will last 
for a considerable time. 


yes ad The wire is placed 
| on the upper spool 
support and the loose 
end is passed over the 


Fig. 1\—When the insulation on the wire breaks down at the 
mercury cup the grid potential of the thyratron tube changes 
to make it conduct and operate the register M 
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footage-counting pul- 
ley, through the cup 
containing the mer- 
cury pool, over the 
pulley of the spacing 
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device, and finally to the large metal 
spool below which pulls the wire 
through the machine. After the num- 
ber of breakdowns in a given length 
of wire, say fifty feet, has been re- 
corded, with some low breakdown 
voltage, the voltage is raised two 
hundred volts and the number of 
breakdowns in the next fifty feet 
noted. This procedure is repeated 
with higher voltages until the counter 
approaches the maximum rate at 
which it will operate. 

To determine the effects of gross 
differences in the surface condition of 
the bare wire, specially prepared 
samples having different surface char- 
acteristics were enameled with the 
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Fig. 3—Thick enamel showed fewer de- 
fective places than thin. Thickness—A, 
.0004 inch; B, .0006 inch; C, .0008 inch 


same weight of coating per unit 
length. Figure 2 illustrates the results 
obtained by plotting the number of 
breakdowns per fifty feet for a 
normal wire and with samples which 
had been artificially roughened and 
others artificially smoothed. The bene- 
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ficial effect of a smooth conductor is 
indicated by the much fewer break- 
downs at all voltages. 

Effects of different average thick- 
nesses of enamel on the same bare 
wire are shown in Figure 3. This 
shows that to secure a close compar- 
ison of the surface nature of two con- 
ductors, a very accurate control of the 
average thickness of enamel on these 
conductors is necessary. This can be 
accomplished by maintaining the same 
weight of enamel coating per unit 
length of wire. 

Figure 4 illustrates how widely the 
surface smoothness of copper wires 
may vary in practice. All of the 
wires shown are of the same gauge 
and carry the same weight of enamel 
baked under identical conditions. 
Curve A represents a very smooth 
wire and a uniform coating whereas 
curve c indicates the presence of 
numerous large irregularities. Micro- 
scopic examination of the surfaces of 
these wires showed that the wire of 
curve c had a sharp edge running 
along its length, apparently a result 
of a faulty die, whereas wire a pre- 
sented a smooth cylindrical surface. 
Curve B represents a wire of inter- 
mediate grade. 

An ideally smooth conductor coated 
with a uniform insulating film would 
be expected to give an abrupt rise in 
the number of breakdowns at some 
definite voltage. No such behavior is 
found in practice. Instead, the volt- 
ages at which breakdowns occur are 
distributed as shown by the curves of 
Figures 2-4. The character of this 
distribution can be seen from the 
curve. For example, a wire in which 
the breakdown rises in the low voltage 
range and falls again at intermediate 
voltages indicates the presence of 
large irregularities, perhaps penetrat- 
ing the coating. On the other hand, a 
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curve such as c of Figure 3, which 
rises only at high voltages, indicates 
a surface in which the irregularities 
are very small. 

The apparatus may also be used for 
an overall evaluation of enameled 
wires. For example, one wire may be 
undesirable because the enamel has 
not been concentrically applied, or it 
may have been injured by rough or 
sharp surfaces, or the enamel itself 
may have a low dielectric strength. 
If a given wire does not conform to a 
specified breakdown-voltage curve, it 
probably has one of the above de- 
fects. Finally, the continuous break- 
down test has shown the fallacy 
in many of the so-called dielectric 
strength values of enamels for wire. 
Often low values of dielectric strength 
have been reported for a coating ma- 
terial when actually the wire on which 
the material has been applied is at 
fault. In fact, data have been ob- 


tained which indicate that the di- 
electric strength of enamel films may 
be as high as 4000 volts a-c per mil in 
contrast to the values of 500-2000 
volts often reported. 
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Fig. 4—Wide variations in the quality of 
the insulation on commercial enameled 
wire are caused by surface irregularities in 
the conductor. A, smooth wire; B, inter- 
mediate; C, numerous large irregularities 


| | 
' 
‘| 


Beryllium Copper 


ERYLLIUM copper, used for 

the armature holder of the 

bone-conduction receiver of 
the new Western Electric Audiphone, 
combines the corrosion resistance of 
copper with the hardening character- 
istics of steel. It can be easily formed 
into intricate shapes in the soft or 
semi-soft condition and then hardened 
by heat treatment. The alloy is made 
by adding about 214% of beryllium 
to copper, and its high cost in the 
past, which has greatly limited its 
use, has been due to the high cost of 


beryllium, which in 1926 was $200 a 
pound. The price has now dropped to 
about a tenth of this value and even 
further reductions are possible. Its 
cost is still great enough, however, to 
warrant the use of the alloy only where 
the less expensive non-ferrous alloys 
are not satisfactory. Its application 
to the armature holder of the bone- 
conduction receiver — shown below 
magnified to about three times actual 
size—was necessary because of the 
extremely short-radius bends and the 
spring characteristic required. 
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